
Go anywhere with this portable array.  
Shipped in a medium suitcase, this kit is 
ready to setup in minutes to provide high 
impact spatial sound or ambient audio.  

DAPA16  Portable 16 Channel Array
  Free Standing Poles
  

contact : sales@dickins.com

Complete with a DAMP16 Dante Amp, 
6 poles and all required cabling, this 
kit is ideal for Spatial Studio
www.spatialinc.com

PRICE $9,499 AUD $9,899 AUD
CHANNELS 16 16
MODEL DAPA16 DAPA16-TOUR
Packaging Cardboard and Foam Insert Suitcase and Foam Insert

Peak Power Per Channel 25W rms 25W rms

Peak Power Channels Sum 90W rms 250W rms

Moun�ng

Speaker Configura�ons

Cable Lengths

Frequency Response

Power Supply 80-250V AC 19V 90W DC Plug 24V 250W 5mm Phoenix

PoE Op�on

Required  Network Switch

802.3at Provides Stability and addidional power

>= 100Mb  1Gb Suggested Ensure EEE disabled
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PLA with Butanul Surface and Porous Volume Damping

16 x 1m for ascending Poles, 6 x 5m lengths for room

T Branches for each pole with 2, 3 or 4 Speakers

DickinsAudio Speaker Bus - 2 Chains of 8 from Each Amp

   Speakers

   Cable System

Innova�ve Screw Fixture Direct on to Pole

Dayton 2.5" 4 Ohm Driver   120mm Spherical Enclosure

180 Hz - 17 kHz +- 3dB


